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	Nr.
	Instrument
	Bevorzugte Mics
	Insert


	1 
	Kick
	Shure Beta52
	Gate

	2
	Snare
	Shure Beta57
	Comp

	3
	HiHat
	
	

	4
	Floor Tom
	Sennheiser e604
	Gate

	5
	Rack Tom
	Sennheiser e604
	Gate

	6
	Overhead L
	
	

	7
	Overhead R
	
	

	8
	Bass 
	DI
	Comp

	9
	Guitar
	Shure SM57
	

	10
	Keyboard L
	DI
	

	11
	Keyboard R
	DI
	

	12
	Saxophone L
	Shure SM57
	

	13
	Saxophone R
	EV RE20
	

	14
	Trumpet
	Shure SM57
	

	15
	Lead Vocal (Flavio)
	Shure SM58
	Comp

	16
	Background Vocal L (Heidy)
	Shure SM58
	Comp

	17
	Background Vocal R (Laura)
	Shure SM58
	Comp

	18
	Bongos/Percussion
	Shure SM57
	


Mindestanforderungen
FOH

Ein in Grösse und Leistung dem Raum entsprechendes System. Stereo EQ (30 Band, 1/3 Oktav). Pult: 24/6/2 – Pult. Pro Kanal 6 AUX (4x pre- und 2x postfade) sowie ein 4-Band-EQ, wobei je zwei parametrisch. Inserts: 3 Gates und 5 Compressors auf den Kanälen und zwei zusätzliche Compressors auf der Bläsersubgruppe. Keine Behringer! Ein Reverb und ein Delay mit Tap-Funktion, keine Behringer.
Monitoring

4 Kanäle mit je einem EQ (30 Band, 1/3 Oktav). Ein Drum-Fill und fünf Floor Wedges. Amps und Monitoren in Grösse und Leistung der Bühne angepasst. Die SängerInnen singen mit In-Ear. Sie erhalten ihre Stimmen (vorverstärkt und travosymetriert) sowie einen Bandmix (AUX4) auf ein eigenes Mischpult. Sie mischen sich ihren eigenen Monitormix.

Fragen

Änderungen sind nach Absprache mit dem Techniker möglich:
	Stefan Wyss

fon: +41 (0)79 754 91 30 

sw@nessgress.ch
	Christoph Schweingruber

fon: +41 (0) 79 338 80 81

cs@worldofmusic.ch
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